When you use the “Auto Tension Control Function”
We managed to catch a huge bluefin tuna.

DATE - MAY. 15. 2013

PLACE : THE OFFING OF OKINAWA
ISHIGAKI ISLAND

SIZE - 2m90cm

WEIGHT - 400kg
USE MODEL : CZ-20 (24V)

CZ-20 (12V)
Max.Winding Speed : 110m/min.
Max.Hoisting Power : 110kg(242lbs.)

CZ-20 (24V)
Max.Winding Speed : 120m/min.
Max.Hoisting Power : 115kg(253lbs.)

=CSHtANb=2Z-20
Maximum Drag Hoisting Power Winding Speed Line Capacity =~ Reel Weight
Model No. ke (Ibs.) kg (Ibs.) m/min PE Line/m ke (Ibs.) Product code
CZ-20 40 (88)~
(12V) 110 (242) 110 (242) 110 £10-2,000 £20-1,000 0411
40 (88) #12-1,600 £30- 700 5.9 (13)
C2-20 o #15-1,200
@4V) 110 (242) 115 (253) 120 0412
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Product Description

Newly developed ATC Automatic Tension
Control System pull large fish automatically.
Hoisting power from 99-220 lbs. Included all
Miya Epoch Commands System.

CZ-15(12V)
Max.Winding Speed : 110m/min.
Max.Hoisting Power : 100kg(220Ibs.)

CZ-15 (24V)
Max.Winding Speed : 120m/min.
Max.Hoisting Power : 110kg(242lbs.)

=COMMAND= 2Z- TS
Maximum Drag Hoisting Power Winding Speed Line Capacity =~ Reel Weight

Model No. Product code

kg (Ibs.) kg (Ibs.) m/min PE Line/m kg (Ibs)

C7-15 40 (88)~

(12V) 110 (242) 100 (220) 110 #10-2,000 #20-1,000 0401
10 (88) #12-1,600 £30- 700 5.7 (12.5)

CZ-15 - #15-1,200

(24V) 110 (242) 110 (242) 120 0402
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CZ-9(12V)

Max.Winding Speed : 110m/min
Max.Hoisting Power : 75kg(165Ibs.)

CZ-9(24V)

Max.Winding Speed : 120m/min
Max.Hoisting Power : 110kg(242lbs.)

_=COMMAND =2 -5

Model No.  Maximum Drag  Hoisting Power Winding Speed

Line Capacity =~ Reel Weight

Product code

kg (lbs.) ke (lbs.) m/min
CZ-9 40(88) ~
(12v) 1100242) 75(165) 1o
CZ-9 40(88)~
24V) 110(242) 110(242) 120

PE Line/m kg (Ibs.)

#10-1,600 0431
#12-1,400

#15- 900 521D

#20- 800 0432
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CZ-9S(12V)

Max.Winding Speed : 110m/min
Max.Hoisting Power : 75kg(165lbs.)

CZ-9S(24V)
Max.Winding Speed :120m/min
Max.Hoisting Power :110kg(242lbs.)

Electric Fishing Reel
_=CommMinD=2Z-s NEW PRODUCT
Maximum Drag Hoisting Power Winding Speed Line Capacity =~ Reel Weight
Model No. kg (Ibs.) kg (Ibs.) m/min PE Line/m kg (Ibs.) Product code
CZ-9S 40(88)~ #10-1,600
(12V) 110(242) 763 Ho £12-1400 o
b 44 9.7)
CZ-9S 40(88) ~ 110242) 190 #15- 900 0134
(24V) 110(242) #20- 800
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